THE NEW SLURRY
SER. 61 KNIFEGATE VALVE
WILL BE LAUNCHED
BEGINNING OF
2009



SER.61 Slurry Knife Gate Valve

TECHNICAL DATA

Body design Monoblock, wafer, bidirectional
Sizes ND -24»8 »

ND -2 4 »10 bar (150psi)
Pressure rate ND 230» 6 bar (90 psi

ND 34%68» 3.5 bar (50
Body Ductile iron (EN GJS400, ASTM A 395)
Gate AISI 304 2 »1 6 ADUPLEX 22051 8->2 4 »
Replaceable Rubber Sleeves
Seat
in natural rubber or EPDM
Actuators All available (not in all sizes)
Flanges PN10, PN16, ANSI150

Note: Also Avaible
18x»24» 9 pressu@rhting with 304SSor 316SSgate.
Main applications
g Mining
a Power
a \Waste Water
o Chemical

& ORBINOX




NEW FEATURES

SER.61 Slurry Knife Gate Valve
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Design

New patented sleeves
New rubber packing

Features

Higher fluid working pressure
Lower torque demand
Maintenance free packing
Bidirectional bubble tight

Full bore; no cavities for material
build ups.
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SER.61 Slurry Knife Gate Valve

New patented sleeves
New rubber packing

Features

Higher fluid working pressure
Lower torque demand
Maintenance free packing
Bidirectional bubble tight

Full bore; no cavities for material
build ups.
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SER.61 Slurry Knife Gate Valve

Flexible sleeveC Low torque requirements
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SER.61 Slurry Knife Gate Valve

CLOSED

Flexible sleeve&C Low torque requirements
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SER.61 Slurry Knife Gate Valve

SPLASHSUARD (accessory

a |t handlesany smallfluid leakage whenthe valveis cycled
a Flushwater can run through enterand exit ports.
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SER.61 Slurry Knife Gate Valve

ACTUATORS

aHand wheel (gear 1 s recommended for 8» and high
aPneumatic actuator (up to 24»)
a Hydraulic actuator

aEl ectric actuator (up to 36»)
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